SECOND CUT:

EXISTING PAVEMENT SHALL BE SAW CUT
ALONG A NEAT STRAIGHT LINE TO THE
FARTHEST POINT OF BROKEN OR
DISTURBED ASPHALT.

MILL AND RESURFACE MIN. 17 TO A FULL
LANE OR AS DIRECTED BY THE PUBLIC
WORKS DEPARTMENT PRIOR TO PLACING

PAVEMENT, CITY PUBLIC WORKS
INSPECTION IS REQUIRED.

ASPHALTIC CONCRETE TYPE S—IlI MINIMUM

2 INCHES THICK. APPLY TACK COAT TO

[N

BASE AND ALONG EXISTING ASPHALT

EDGES.
12" IN TWO LAYERS OF 6"/

7

COMPACTED LIME ROCK BASE COURSE

TWICE IN THICKNESS OF ADJOINING BASE
OR 12" MIN. COMPACTED TO A DENSITY OF
98%. (CONTRACTOR MUST PROVIDE
DENSITY TEST RESULTS PRIOR TO PAVING)
MODIFIED PROCTOR T180

CLEAN BACK FILL NO ROCK GREATER THAN
2" OR COURSE SAND. 12" LIFT
MECHANICALLY HYDRAULICALLY 95%
COMPACTED.

CLEAN COURSE SAND HYDRAULICALLY
COMPACTED TO 90% DENSITY MODIFIED
PROCTOR T180 OR FLOWABLE FILL AS
APPROVED BY CITY ENGINEER.

WHERE UNSTABLE SOILS ARE ENCOUNTERED,
INCLUDING PEAT, MUCK OR OTHER ORGANIC
SOILS, ELASTIC SILT OR CLAYS BELOW THE
WATER TABLE, A FOUNDATION IS REQUIRED.
FOUNDATION MATERIAL SHALL BE 6” COURSE
SAND

THICK OF NO 57 ROCK AS
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VARIES
NOTE: IF MUD IS FOUND USE 6”

BEDDING.

UTILITY TRENCH RESTORATION

(WITH FLOWABLE FILL OPTION)
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